
A L U F O R M  S T A N D A R D  T I M B E R  D O O R  G U A R A N T E E

Subject to the terms and conditions set forth herein, doors supplied by Aluform Interior Supplies are warranted for 

f ive (5) years f rom the date of shipment against defects affecting their structural integrity, including failure in panel 

adhesion or construction-related faults that render the door unf it for its intended use. 

 

Warping (as def ined in AS2688) are covered under a separate limited warranty for a period of ninety (90) days f rom the 

date of shipment.

Natural variations with colour and texture of the wood are not to be considered defects. Doors must be accorded 

reasonable treatment by the purchaser and should be stored or hung in a dry building and not in damp moist or 

f reshly plastered areas. The utility or structural strength must not be impaired in the f itting of the door, the application 

of hardware, or cutting and altering the door for lights, louvres, panels or any other special detail. 

Normal show through of f rame components in flush doors shall not be considered a defect. Immediately after f illing 

and prior to hanging, the entire door including top and bottom edges must receive two coats of paint varnish or 

sealer to prevent undue absorption of moisture. Exterior f inishes shall be used on exterior doors and doors exposed 

to direct sunlight must be f inished with light reflective colours. Door f inishes must be maintained in strict accordance 

with the paint supplier’s recommendations.

The supplier will not assume responsibility for doors which become defective because of failure to follow these 

recommendations or for the hazards of shipment or storage after doors leave the control of the manufacture. Doors 

must be inspected upon arrival for visible defect and all claims thereon must be f iled immediately.

The supplier agrees to repair or replace, at its option, unf inished and in the form as originally supplied without change, 

any door found to be defective within the meaning of the guarantee. Any such defect must be brought to the attention 

of the supplier promptly when discovered, and, in any event within 90 days f rom date of shipment.

The supplier is not liable hereunder to reimburse any purchaser for doors repaired or replaced without the prior written 

consent of the supplier to such repair or replacement. A warp not exceeding 5mm on doors up to 2150 x 920 x 45mm 

or 6mm on doors over 2150 x 920 x 45mm and up to 2400 x 1020 x 45mm shall not be considered a defect. Doors above 

this size may not be covered by this guarantee, depending on the application.

Interpretation of Warp:

Warp shall be interpreted as meaning the cupping or twisting of doors. It refers to distortion within the door itself and 

not to its relationship to the jambs or f rame in which it is hung. Therefore, warp exceeding tolerances noted above shall 

be considered a defect only: 

	 + when cupping is determined by applying a straight edge to the concave side of the doors;

	 + when twist is determined by placing the door against a true surface.

The guarantee against warp does not apply to the following:

	 + doors with face veneers of different species, or metal clad only one side

	 + doors that are improperly hung or do not swing f reely

	 + external flush doors which have been painted dark colours, or different colours each side

	 + external flush doors that exceed 2400mm in height or 920mm in width

	 + internal swing doors that exceed 2700mm in height or 920mm in width

	 + internal sliding doors that exceed 2400mm in height or 920mm in width

	 + internal sliding doors exposed to temperature variations.
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Experience has demonstrated that when warp occurs after doors have been delivered to storage or building site, it 

is usually due to improper storage or adverse moisture conditions after hanging, rather than faulty manufacture. 

The supplier will not accept responsibility for doors when moisture content of the timber falls below 12% or exceeds 

18%, as it cannot assume responsibility for conditions beyond its control. The manufacturer should, however, be 

consulted promptly if excessive warping occurs so as to be of assistance in overcoming the diff iculty.

This guarantee does not exclude any condition or warranty implied by The Trade Practices Act 1974. All claims 

under this guarantee shall be in writing notifying date and place of purchase and shall be forwarded to the 

supplier via the contact details below.

ALUFORM INTERIOR SUPPLIES

PO BOX 169 | 19 CARRINGTON STREET

QUEANBEYAN NSW 2620

Ph: (02) 6299 5817

Email: sales@aluforminteriors.com.au
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The following limitations apply to timber doors installed in internal hinged (swing) applications.

Subject to the general terms of this guarantee, doors up to 2400 x 920mm in size are guaranteed for structural 

integrity, and guaranteed against bowing or warping (see page 1 for the def inition of warp).

For doors up to 3000mm in height and between 920mm and 1360mm in width, Aluform guarantees the structural 

integrity of the door in accordance with the general terms outlined at the beginning of this document. 

 

However, unless the door includes additional reinforcement — internal steel supports and a 100mm timber 

perimeter f rame — Aluform cannot provide a warranty against bowing or warping.
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Structural Warranty Only

Full Warranty

Up to 3000 x 1360mm

Up to 2700 x 920mm

For internal-use doors up to 2400 x 920mm, Aluform Interior 
Supplies guarantees the structural integrity of the door, and 
guarantees against bowing or warping.

For door sizes above 2700 x 920mm and less than 3000 x 
1360mm, Aluform can guarantee the structural integrity of the 
door, however cannot guarantee against bowing or warping. 
A warranty can be supplied if the door is constructed with 
internal steel supports; this will incur an additional cost.



The following limitations apply to timber doors installed in internal sliding applications; including cavity sliders and 

stacking sliders.
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Structural Warranty

Full Warranty

Not Warranted

Up to 2700 x 1200mm

Up to 2400 x 920mm

Up to 3000 x 1360mm

Doors up to a maximum size of 3000mm x 1360mm can be 
constructed; however, unless Aluform Interior Supplies has 
explicitly confirmed otherwise in writing, sliding doors of 
this size are supplied at the customer’s own risk and are not 
covered by warranty.

For internal-use sliding doors up to 2400 x 920mm, Aluform 
Interior Supplies guarantees the structural integrity of the door, 
and guarantees against bowing or warping.

For sliding doors above 2400 x 920mm and less than 2700 x 
1200mm, Aluform can guarantee the structural integrity of the 
door, however cannot guarantee against bowing or warping. 
A warranty can be supplied if the door is constructed with 
internal steel supports; this will incur an additional cost.

For doors up to 2700mm in height and between 920mm and 1200mm in width, Aluform guarantees the structural 

integrity of the door in accordance with the general terms outlined at the beginning of this document. 

 

However, unless the door includes additional reinforcement — internal steel supports and a 100mm timber 

perimeter f rame — Aluform cannot provide a warranty against bowing or warping.

Exposure of any internal sliding door to extreme temperature differentials — such as a sauna on one side and a 

waiting room on the other — will void all applicable warranties.



The following limitations apply to timber doors installed in external applications.
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Structural Warranty

Full Warranty

Up to 2700 x 1200mm

Up to 2400 x 920mm

For externally installed doors up to 2400 x 920mm, Aluform 
Interior Supplies guarantees the structural integrity of the door, 
and guarantees against bowing or warping, provided the door 
meets the conditions outlined in the paragraphs below, and 
subject to the general terms of this warranty.*

For external doors above 2400 x 920mm and less than 2700 x 
1200mm, Aluform can guarantee the structural integrity of the 
door, however cannot guarantee against bowing or warping. 
A warranty can be supplied if the door is constructed with 
internal steel supports; this will incur an additional cost.

MOISTURE PENETRATION
Where a door is installed on the exterior of a building, it is strongly advised that a “drip strip” Raven RP67 or similar 

is installed above the door, with 50mm overhang either side of the f rame. This, in addition to proper sealing of the 

perimeter of the door, will deflect rain and limit the penetration of moisture to the door.

DARK COLOURS
Where an externally installed door (of any size) has been installed with no protection against the elements and is 

painted a dark colour or a different colour on each face, Aluform Interior Supplies will not provide a warranty.

SINGLE-SIDED CLADDING
Where an externally installed door of any size has been clad one side with any other material, Aluform Interior 

Supplies will not provide a warranty.

OFF-THE-SHELF DOORS
Standard off-the-shelf blockboard doors are not suitable for external use and are not covered by warranty 

for structural integrity or bowing in external applications. Doors intended for external use must be custom 

manufactured to order and include a minimum 100mm sealed pine perimeter f rame to be warranted.

Not Warranted
Up to 3000 x 1360mm

Doors up to a maximum size of 3000mm x 1360mm can be 
constructed; however, unless Aluform Interior Supplies has 
explicitly confirmed otherwise in writing, sliding doors of 
this size are supplied at the customer’s own risk and are not 
covered by warranty.


